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				British Metric Swaged Pipe Coupling : Swaging Process Specification for AS43022 & 43160 (Nipples) and AS43024 & 43161 (Unions) (incorporating use of a Jointing Compound)
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 12/01/2004
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				Code to Protective Treatments
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 06/04/1962
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				Performance Specification for All Metal Self-Locking Shaft Nuts Unified Threads).  Non Corrosion Resistant Steel, rated temperature 235Â°C.
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 12/01/2004
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				Manufacturing Specification for Studs, Bolts & Screws in BS HR601 (Nimonic) Material.  1000 MPa (145,000 lbf/inÂ²)  Tensile at Room Temp. (for which Forging is optional & Qualification not a requirement)
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 12/01/2004
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				Manufacturing Specification for Inserts, Imperial, Thinwall, Screw Locking, (Inconel 718), Silver coated
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 12/01/2004
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				Assembly of Mark1 Low Pressure Unions for 5/16" DIA. Tubing
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 05/01/2000
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				R.A.E. Petrol Filter
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 08/20/1938



				
					View Article
				

			

		

	 



	
		
		
				
			
				0

					[image: ]
								ADS

			

							
				PDF Standards ADS TS100

				
					 admin
	March 11, 2023


				British Metric Swaged Pipe Coupling (AS 43020 & AS 43090 Series) Type Approval Test Requirements
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 12/01/2004
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				Manufacturing Specification for Bolts, 1100 MPa (159,000 lbf/inÂ²) Tensile at Room Temperature
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 11/01/2008
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				Manufacturing Specification for Studs, Bolts and Screws in DTD5639, EN2959 & EN3220 Material.  1210 Mpa (175,000 lbf/inÂ²) Tensile at room temperature (for which forging is optional & qualification Is not a requirement
Data Sheet by SAE ITC TSC Aerospace Standards (Formerly ADS Group Limited), 12/01/2004
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